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ES1561 
SHOW CONTROL 
MODULE 


The ES1561 show Control Module is the heart of 
any automatic show, whether it be a multi-image 
show in a marketing suite, a mixed media show in 
a museum, or a videowall display in a shopping 
centre. With the exception of its output relays, it is 
entirely solid state to ensure maximum reliability. 
Both the applications program and the show data are stored in 
a removable PCMCIA flash memory card. Show data includes 
“driver” and “cue” information and cue timing. Additional 
configuration data, which can be downloaded from external 
computer or entered by the front panel controls, is held in 


on-board flash memory. 
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As a stand-alone device the ES1561 includes hardwired inputs 
(normally used for show start selection) relay isolated outputs 
and two serial ports. Usually it will be connected to other 
control devices, for example other modules in the ESLINX™ 
range and PICBLOC™ image processing equipment. 

The ES1561 is supplied either in a “single” or “dual” case, 
complete with power supply. The 1U high dual case is 
suitable for 19” rack mounting and allows the fitting of 
another ESLINX module in the same case. For example, the 
addition of an ES1567 ISA card module allows the fitting of 
an ESS1460 DMX output card. 


The ES1561 will normally use one of the ELECTROSONIC 
standard application programs, for example C-THROUGH+™ 
for videowall and other video based systems, and EASY + 

or BSC for multi-image and mixed media systems. 
ELECTROSONIC will develop custom programs for special 
applications. The addition of the optional ES1565 timecode 


card allows synchronisation of shows to timecode. 


ELECGROSONIC 
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SPECIFIC 
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ATIONS FOR 


ES1561 MODULE 


MODULE CASES 
Single module case — 
Dual module case — 
Options — 


Power — 


Power connector — 
Dimensions ES1550 (mm) — 
Dimensions ES1560 (mm) — 
Case weight — 

Module weight — 


ES1550 

ES1560 

ES1559 set blank panels. 

ES1551 single module rack kit. 
115-230 volts AC + 10% 

Universal 50/60hz. 

ES1550 — 50 watts ES1560 — 50 watts 
IEC in line socket. 

214.5(w) x 290(d) x 44(h). 


eS 


433(w) x 290(d) x 44(h) 
ES1550 — 1.1kg ES1560 — 1.7kg 
0.5kg 


CONTROL INPUT 
Show start inputs — 


Show start connector — 


Serial RS232 programming — 
Front panel — 


Timecode — 


8 opto-isolated inputs. 

37 pin D-type (female) Shared with 
relays. 

Two 9 pin D-type (male). 

2 x 16 character LCD display with LED 
backlight, for menu set-up, show 
information and diagnostics. 

6 push buttons for menu and set-up. 
One RCA phono. Optional — available 
for use with ES1565 only. 

EBU, SMPTE, FILM (25,30,24 FPS). 
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CONTROL OUTPUT 


Serial data ring — 


Serial output ports — 


Serial output connector — 
Standard device drivers — 
Custom drivers — 

Relay control — 


Relay connector — 


SHOW STORAGE 
Memory Card — 
Max Card Capacity — 


Internal memory — 


Show software compatible — 
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Two 6 pin DIN 

(female, transmitting 2 rings). 

ES 4000 protocol bi-directional control 
2 independent outputs. Choice of 
RS232, RS422, RS485 or Infra-Red. 
Baud rate selectable 1,200 to 115,200. 
Two 15 pin D type high density 
(female) 

Selectable for most common laserdisc 
and videotape players. Check suitability. 
Programmed via ES4000 input port. 
On board flash memory for storage. 

8 on board single pole changeover 
contacts. Rated 24V DC 1A. 

37 pin D-type (female) Shared with 
inputs. 


PCMCIA Type 1. Intel series 2 flash. 
One card 10MByte (read/write). 
Internal flash memory, non-volatile, 
for custom device drivers and firmware 
upgrades. 

Internal flash memory, non-volatile, 
for custom device drivers, firmware 
upgrades and internal stand alone show 
sequences. 

EASY+, C-THROUGH+, ANCOR, 
BSC. Other applications on request. 
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ESLINX™, C-THROUGH+™ and PICBLOC™ are Trademarks of Electrosonic Ltd. 
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